TO THE HUNDREDS OF OPERATORS OF MARINE DYNAMICS CORP. HYPERBARIC
CHAMBERS AND DECOMPRESSION CHAMBERS AROUND THE WORLD.
MANUFACTURE YOUR OWN SEALS FOR VIEWPORTS AND DOORS.
All windows and doors of MDC chambers utilize the same seals that

can easily be reproduced in your facility.

1. Procure ¼ inch  diameter buna N cord, 70 durometer, and a tube                          of “Crazy Glue”.

2. Cut the  existing ”O” ring  and  use  it  to  measure  the new material.

3. Make a square cut, do not attempt a tapered cut.

4. Put a drop of  Crazy Glue  on the cut and glue it together. Be sure it is a perfect and smooth fit.
5. Re-install on viewport or door.

6. Caution: When  installing on a chamber door do not stretch the seal as it will become thinner and less effective.

7. To install seal on door of any size:

   a: Start by inserting the seal at the top of the door ring. 

   b: Hold the  diagonally  opposite part of the seal and install it on the bottom of the door ring.

   c: Hold the center of the left side  of the seal and insert it into the mid-point of the left side of the door ring.

   d: Do the same on the right side of the door ring.

   e: Now gently  press the excess  of the  seal  into the groove until it has  been firmly  inserted  evenly  all  around the door ring.
   f. That’s it, you have made your seal. 
